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Rated Output

���
3.0±0.005 mV/V

Compensated Temp.

������
-10...+40°C

Excitation

����
3~15V

Operating Temp.

������
-35...+65°C

Zero  Balance

���
±2% of R.O.

Temp. Shift Zero

������
±0.02% of R.O./10°C

Nonlinearity

� !
±0.02% of R.O.

Temp. Shift Span

"#�����
±0.02% of R.O./10°C

Hysteresis

$%
±0.02% of R.O.

Input Resistance

&'(
350±10Ω

Nonrepeatability

�)*!
±0.01% of R.O.

Output Resistance

�'(
350±5Ω

Creep(30min)

+-
±0.02% of R.O.

Insulation Resistance

.0'(
>5000MΩ(50V)

Safe Overload

1234
150% of F.S.

Ingress Protection

5678
IP67

Ultimate Overload

9:34
250% of F.S.

Material  of  Element

;!<=>
Nickel-plated alloy steel

?@ABC

Cable

D 
0.5-2t  Ø5 4000mm 4-core shielded cable*

Other capacities  Ø5 6000mm 4-core shielded cable*

R.O.=Rated Output F.S.=Full Scale/��� /EFG

--- ---Specifications / HIJK

Capacity L L1 L2 L3 H H1 B B1 D M

100/250kg 130 15.8 25.4 76.2 31.8 15.8 31.8 37 13.5 M12*1.75

0.5/1/1.5/2 t
130 15.8 25.4 76.2 31.8 15.8 31.8 34 13.5

M12*1.75

1/1.5/2/2.5/3/4/5 klb 1/2-20UNF

2.5/3/5 t
171.5 19.1 38.1 95.3 38.1 18.8 38.1 40 19.8

M18*1.5

5(le)/7.5/10 klb 3/4-16UNF

10t
222.3 25.4 50.8 120.7 50.8 25.4 50.8 52.4 26

M24*2

20klb 1-12UNF

Wiring Diagram/N O

Exc(+):Red � P�(+):

Sig(-):White � T(-):

Exc(-):Black & V(-):

Sig(+):Green � X(+):

FH8C-10klb

Capacity
Model

Ordering example

Consult us for other part No.

Widely used for floor scales,hopper scales,◘
bed weighing,batch weighing,etc..

IP67 sealed,high accuracy,low cost◘
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Leveling foot

Ordering
code

D H H1 M

HJ-8-A

60 92 50

M12*1.75

HJ-8-B 1/2-20UNF

HJ-8-C M16*1.5

HJ-8-D

80 105 50

M18*1.5

HJ-8-E 3/4-16UNF

HJ-8-F M20*2.5

HJ-8-G
86 112 50

M24*2

HJ-8-H 1-12UNF
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