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--- ---Specifications / ���

Capacity/�� 0~5000NM

Rotating speed/�� 0 12000RPM-

Excitation/����
Refer to ordering code

Rated Output/����

Sampling Rate/����� <200Hz

Nonlinearity/!"# ±0.2% of F.S.

Hysteresis/$% ±0.2% of F.S.

Nonrepeatability/!&'# ±0.2% of F.S.

Creep 10min/()( ) ±0.1% of F.S.

Safe Overload/.012 150% of F.S.

Ultimate Overload/3412 200 of F S% . .

Working Temperature/5678 -10...+60°C

Ingress Protection/9:;< IP40

Material of Element/=#>?@ Stainless steel/�AB

Material of Housing/CD?@ Aluminum alloy/EFG

Cable/H"
Ø6 3000mm with mating connector*

Ø6*3000mmIJ"

Capacity(NM) Rotating speed L H W A B C L1 D
E*F*

No. of keyway H1 H2 J K h a b W1

2/5/10/20/30/50/100 0~12000RPM 175 103.5 100 22 27.5 30 2 18 11.5*6*2 53.5 88.5 111 6.5 10 83 80 70

200 300 500/ / 0~10000RPM 198 118.5 114 30 33 35 7 28 17*8*2 61 103.5 114 6.5 10 97 84 85

1k 1.5k 2k/ / 0-6000RPM 288 161.5 175 60 65 70 7 45 26*14*4 89 151.5 134 9 18 142 94 125

3k 5k/ 0-4000RPM 355 200.5 220 93 97 100 7 75 42*20*4 110.5 190.5 141 11 20 181 100 160
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Torque Measurement Only Torque & Speed Measurement

FYTH-50-5000-A

Ordering code

Rotating speed
(Up to 8000RPM)

Torque range
(NM)

Code Excitation Torque output Speed output

A

24V DC

-5-5V 0-5V

B -10-10V 0-10V

C 4-12-20mA 4-20mA

D

12V DC

-5-5V 0-5V

E 4-12-20mA 4-20mA

F -3.3-3.3V 0-3.3V

G 0-1.65-3.3V 0-3.3V

H 0-2.5-5V 0-5V

I

24V DC

-3.3-3.3V 0-3.3V

J 0-1.65-3.3V 0-3.3V

K 0-2.5-5V 0-5V

L 0-5-10V 0-10V

Consult us for other configurations

FYTH- 50 - A

Ordering code

Torque range
(NM)

Code Excitation Torque output

A

24V DC

-5-5V

B -10-10V

C 4-12-20mA

D

12V DC

-5-5V

E 4-12-20mA

F -3.3-3.3V

G 0-1.65-3.3V

H 0-2.5-5V

I

24V DC

-3.3-3.3V

J 0-1.65-3.3V

K 0-2.5-5V

L 0-5-10V

Consult us for other configurations

Ordering code of the sensor

Measuring
end

FYTH-8P-3M

FYTH-8P-3M-RFYTH-8P-3M-L

Measuring
end

Measuring
end

FYTH-8P-3M-L

FYTH-8P-3M-R FYTH-8P-3M

Ordering code of the cable
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	Pedestal mount shaft rotary torque transducer
	Contactless dynamic torque sensor
	Motor torque speed sensor

